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MEASUREMEKCS OF EFFLUX PATTERNS AND FLOW RATES FROM 

CYLINDRICAL TUBES I N  FREE-MOLECULE AND SLIP FLOWS 

by Harlan Cook and Edward A. Richley 

Lewis Research Center 

SUMMARY 

C e s i u m  vapor e f f lux  pat terns  and flow ra t e s  from cyl indr ica l  tubes varying 
i n  length t o  diameter r a t i o  from 0 t o  4 were experimentally determined i n  t h e  
free-molecule, intermediate, and slip-flow regimes. Efflux pat terns  i n  t h e  
free-molecule-flow regime were i n  good agreement with theory, but flow ra t e s  
f e l l  somewhat below theory f o r  la rger  length t o  diameter r a t io s .  Efflux pat- 
t e rns  i n  t h e  sl ip-flow regime showed no noticeable dependency on t h e  tube 
length. Flow ra t e s  i n  t h e  intermediate and slip-flow regimes agreed f a i r l y  
well  with theory. 

With t h e  cesium vapor used i n  t h i s  investigation, f l u x  dens i t ies  could 
readi ly  be measured with a probe that employed t h e  pr inc ip le  of contact ioniza- 
t ion .  The r e l i a b i l i t y  of t h e  probe w a s  checked by obtaining t h e  cosine d i s t r i -  
bution f o r  free-molecule flow from a t h i n  o r i f i ce .  

INTRODUCC I O  N 

Efflux pat terns  and flow r a t e s  from ducts i n  free-molecule, intermediate, 
and s l i p  flow a r e  of great i n t e re s t  t o  a number of low-density-flow applica- 
t ions. Some examples a r e  propellant in jec t  ion ducts f o r  e l e c t r i c  t h rus t  ors, 
vacuum systems, and vacuum deposit ion equipment. Some theo re t i ca l  analyses of 
e f f lux  pat terns  and flow ra t e s  have been made f o r  molecular flow, but t h e  
complexities of intermediate and s l i p  flows have prevented rigorous analysis  in 
these flow regimes. Experimental measurements of eff lux pat terns  are a l so  
l a c  king. 

Efflux pat terns  and flow r a t e s  f o r  molecular flow from cyl indr ica l  tubes 
have been calculated (ref. 1) by assuming t h a t  t h e  mean f r e e  path A of t h e  
gas was not only grea te r  than t h e  diameter of t h e  tube, but a l so  grea te r  than 
i t s  length L, t h a t  is, t h a t  free-molecule flow existed throughout the  tube. 
Clausing's approximate equation ( re f .  2 )  w a s  used f o r  t h e  p a r t i c l e  a r r iva l -  
rate d i s t r ibu t ion  along the  w a l l s .  These a r r iva l - r a t e  p ro f i l e s  vary by only a 
few percent from more exact values ( ref .  3 )  calculated by a numerical solut ion 



of the exact integral  equation. 
gat ion w a s  t o  ve r i fy  experimentally the calculat ions of reference 1. 

One of the objectives of the  present inves t i -  

The present invest igat ion a l so  includes e f f lux  pat terns  and f l o w  r a t e s  
from various cy l indr ica l  tubes under conditions of intermediate flow (A 
and s l i p  flow (A < L). The cy l ind r i ca l  tube length t o  diameter r a t i o s  were 
varied from 0 t o  4. Cesium vapor w a s  used s ince f l u x  dens i t ies  could readi ly  
be measured with a probe t h a t  employed t h e  pr inc ip le  of contact ionization. 
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THEORY 

The flow of ra ref ied  gases can be divided i n t o  th ree  regimes; f ree-  
molecule, intermediate, and s l i p  flows. The free-molecule-flow regime i s  t h a t  
f o r  which A, t h e  mean f r e e  path, is  la rge  compared with a charac te r i s t ic  d i -  
mension of t h e  boundary geometry, s o  t h a t  co l l i s ions  with t h e  w a l l s  a r e  much 
more l i k e l y  than co l l i s ions  between pa r t i c l e s .  As  t h e  mean f r e e  path of t h e  
gas becomes comparable t o  t h e  cha rac t e r i s t i c  dimension, t h e  flow passes through 
an intermediate regime and approaches s l i p  flow. S l ip  flow d i f f e r s  from con- 
tinuum flow i n  t h a t  t h e  gas immediately adjacent t o  t h e  w a l l  of t h e  tube ap- 
pears t o  possess a f i n i t e  ve loc i ty  (i. e. , a s l i p  ve loc i ty) .  

The dimensionless r a t i o  of t h e  mean f r e e  path t o  t h e  charac te r i s t ic  dimen- 
sions of a duct is  denoted as t h e  Knudsen number and i s  a useful  parameter f o r  
es tabl ishing bounds t h a t  i den t i fy  t h e  various flow regimes. Present experi- 
mental evidence (ref. 4) indicates  t h a t  t h e  limits f o r  t h e  sl ip-flow regime i n  
terms of t h e  Knudsen number K are about 0.015 < K < 0.15, while t h e  limits 
f o r  t h e  intermediate-flow regime a r e  about 0.15 < K < 5.0. If t h e  gas flow 
has a Knudsen number grea te r  than about 5, t h e  flow i s  f r e e  molecular. 

Free-Molecule-Flow Theory f o r  Thin Orif ices  

Knudsen ( re f .  5)  showed experimentally and theo re t i ca l ly  that ,  i n  t h e  
free-molecule-flow regime, t h e  d i f f e r e n t i a l  molecular flow r a t e  dh defined as  
t h e  number of pa r t i c l e s  flowing i n t o  t h e  d i f f e r e n t i a l  so l id  angle dfl making 
an angle 8 with t h e  outward normal from t h e  flow area AH i s  given as 

dfl 
dh(e) = - 4Tr G A H  COS e 

where CJ i s  t h e  molecular number density, v i s  t h e  average molecular velocity, 
and AH i s  the area of t h e  source of flow. ( A l l  symbols are defined i n  ap- 
pendix A . )  Equation (1) is va l id  f o r  t h e  far f ie ld ,  where t h e  dimensions of 
t h e  f l o w  area AH a r e  very small compared with t h e  dis tance from t h a t  area.  
From equation (l), it i s  evident t h a t  

This cosine d i s t r ibu t ion  of pa r t i c l e s  coming from a f i n i t e  c i r cu la r  o r i -  
f i c e  w i l l  become d i s to r t ed  i n  t h e  near f i e l d  where t h e  s i z e  of t h e  o r i f i c e  
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becomes of t h e  same order of magnitude as t h e  distance away from t h e  o r i f i c e  
and the flow no longer behaves as a point source. In  appendix B, a calculat ion 

is  made t o  determine t h e  l i m i t  between 
t h e  far and near f i e l d  by considering 
each d i f f e r e n t i a l  area of a t h i n  circu- 
lar  o r i f i c e  as a s m a l l  flow area obey- 
ing Knudsen's cosine d is t r ibu t ion  l a w .  
The d i f f e r e n t i a l  contributions from t h e  
o r i f i c e  that a r r i v e  at a s m a l l  area 
Ap (<aH) w e r e  summed at an a rb i t r a ry  
point ( R , 8 ) .  If t h e  d i f f e r e n t i a l  area 
of t h e  hole i s  a da da (see sketch 
(a ) ) ,  Knudsen's equation f o r  a t h i n  
c i r cu la r  o r i f i c e  (as derived i n  ap- 

pendix B) becomes 

Nmerical  integrat ion of equation ( 3 )  was car r ied  out f o r  a range of t h e  r a t i o  
of o r i f i c e  radius t o  distance of t e s t  point from o r i f i c e  center, r/R, and these 
r e s u l t s  are shown i n  f igure  1 along with a curve of t h e  cosine d is t r ibu t ion  
given by equation ( 2 ) .  
comes l e s s  than  2 percent and 
value of 
i n  t h i s  respect, t h e  t h i n  o r i f i c e  could be considered a point source of pa r t i -  
c les  obeying equation (1). 

For r/R 1. 0.1, t h e  e f fec t  of f i n i t e  o r i f i c e  s i z e  Se- 
r / R  < 0.1 may be considered t h e  far f i e l d .  The 

used i n  t h e  experimental work herein was l e s s  than 0.03 so  tha t ,  r / R  

Free-Molecule Flow in  Far Field of F i n i t e  Length Orifices 

The d i s to r t ion  i n  t h e  cosine d i s t r ibu t ion  caused by increasing t h e  o r i f i c e  
thickness from zero t o  some f i n i t e  value was analy t ica l ly  investigated by 
Clawing (ref. 2 ) ,  who added a correction factor  T(8)  t o  equation (1) t o  take  
in to  account t h e  length of t h e  tube. Equation (1) then takes t h e  form 

aQ a;?(@) = - 4n AHW cos 8 T(8) (4) 

where T(8) is  t h e  added correction factor .  It i s  a function of 8 varying 
from uni ty  at 8 = 0 t o  l e s s  than uni ty  as 8 increases t o  90'. The angular 
dependency of equation (4)  takes  t h e  form 

d'(e) = cos 8 T ( 8 )  
d i ( 8  = 0) 
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Clausing calculated values of T(Q)  f o r  a tube length t o  diameter r a t i o  of 
unity; these calculat ions were extended f o r  l e n e h  t o  diameter r a t i o s  of 0.5, 
1, 2, and 5 (ref .  1). In  these  calculations,  t h e  mean f r e e  path of the gas is  
assumed t o  be grea te r  than t h e  diameter and length of t h e  tubes. 

Molecular Flow Rates 

Free-molecule-flow rates. - The free-molecule-flow rate through a tube may 
be obtained by integrat ing equation (4) over t h e  t o t a l  so l id  angle downstream 
of t h e  tube. Equation (4) becomes 

In  reference 
given as 

6 t h e  free-molecule-flow rate through a c i r cu la r  tube i s  

n =  
4 

where Ka 
Equating equations (6 )  and ( 7 )  and solving f o r  K, give 

i s  t h e  Clausing f ac to r  that corrects  f o r  t h e  length of t h e  tube. 

Ka = 2 lni2 T(f3)cos e s i n  e de 

( 7 )  

Slip-flow r a t e s .  - Flow r a t e s  fo r  the intermediate and slip-flow regimes 
a r e  nTt as wel l  defined as those fo r  the free-molecule-flow regime. 
three equations: Knudsen's empirical equation, Maxwell's equation, and an 
equation based on a derivation given i n  reference 7 .  
d i f f e ren t  numerical value f o r  flow rate. 

There a r e  

Each equation gives a 

Khudsen's empirical equation f o r  t h e  intermediate-flow regime assumes tha t  
t h e  t o t a l  molecular flow r a t e  i s  merely t h e  summation of laminar viscous flow 
and Knudsen flow, s o  t h a t  f o r  a tube ( re f .  6 )  

where LAP i s  t h e  pressure drop through t h e  tube and z i s  an empirical coef- 
f i c i e n t  ranging i n  value from about 0.8 t o  1.0. In t h i s  report  z has been 
assumed equal t o  unity. The Chapman-Ehskog equation f o r  v i scos i ty  i s  ( re f .  6 )  

where A is  t h e  mean f r e e  path of t h e  gas molecule: 
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Herein, t h e  molecular diameter dm 
Substi tuting equation (10) f o r  v i scos i ty  in to  equation ( 9 )  yields  

was taken as 5. 4XL0-8 centimeter f o r  cesium. 

n =  
63.9 mvhL \ D'kT 1 

Maxwell's equation (ref. 8) f o r  s l i p  flow is  given as 

n =  flD4 AP I. + 7.984 (. - 1) $1 
63.9 m s L  

where f i s  t h e  f r ac t ion  of molecules presumed t o  be d i f fuse ly  re f lec ted  from 
t h e  walls. 

An equation for t h e  flow r a t e  i n  t h e  sl ip-flow regime which assumes t h a t  
all molecules a r e  d i f fuse ly  re f lec ted  is  given i n  reference 7. This re la t ion,  
modified by t h e  use of Chapman-Enskog v iscos i ty  (eq. (lo)), i s  

n =  'D4 AP (1 + 10.63 E )  
63.9 m z L  D 

APPARA'PUS 

The vacuum f a c i l i t y  used f o r  t h i s  invest igat ion had a s t a in l e s s - s t ee l  
chamber 9 inches i n  diameter and 24 inches high. The lower half  of t h e  chamber 
was cooled with water t o  a temperature of 50' F. The top  of t h e  t e s t  chamber 
was covered w i t h  a g lass  p l a t e  f o r  v i sua l  observation. The vacuum system w a s  
equipped w i t h  a 6-inch oi l -diffusion pump and a l i qu id  nitrogen pump baf f le .  
The pressure i n  t h e  t es t  chamber was maintained at t o r r  during t h e  t e s t s .  

Cesium Vaporizer 

The cesium vaporizer on which t h e  t e s t  o r i f i ce s  and tubes were mounted is 
shown i n  f igure  2. 
t h i ck  s t a in l e s s  s t e e l  with 1/4-inch flanges. 
heated with two heating coi ls ,  one on t h e  face f lange and t h e  other wound 
around t h e  main body. 
by adjusting t h e  heater currents according t o  t h e  temperature measurements of 
t h e  two iron-constantan thermocouples. One thermocouple was placed on t h e  back 
of t h e  vaporizer t o  cont ro l  t h e  heater wound around t h e  main body of t h e  vapor- 
izer,  t h e  other was placed on t h e  face f lange t o  control  that heater. The t e m -  
perature  of t h e  vaporizer was varied from 260° to about 500' F. 

The body of t h e  vaporizer was constructed of 1/16-inch- 
The vaporizer was resistance- 

The desired temperature was maintained i n  t h e  vaporizer 
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The o r i f i c e  p l a t e s  were made of copper t o  give good heat t r ans fe r  t o  t h e  
walls of t h e  cy l ind r i ca l  tubes. The cy l ind r i ca l  tubes used i n  t h i s  experiment 
were 0.125 inch i n  diameter and varied i n  length L from about 0 t o  0.5 inch 
(L = 0.003, 0.0625, 0.i25, 0.25, 0.375, and 0.5 in. giving r a t i o s  of length t o  
diameter of 0.024, 0.5, 1, 2, 3, and 4).  

A g lass  capsule containing approximately 2.5 grams of cesium was placed i n  
t h e  bottom of t h e  vaporizer. 
e l e c t r i c a l l y  actuated solenoid t h a t  was transmit ted t o  t h e  sharp ch i se l  at-  
tached t o  t h e  bellows shown i n  f igure  2. 
used t o  operate a shu t t e r  across t h e  o r i f i c e  opening t o  prevent t h e  flow of 
cesium from t h e  vaporizer i n t o  t h e  probe when data  were not being taken. 

The capsule was broken by t h e  force from t h e  

A s m a l l  solenoid (see f ig .  2 (b) )  was 

Neutral Cesium Probe 

The neut ra l  cesium probe and e l e c t r i c a l  c i r c u i t  are shown i n  f igures  2 
and 3. The probe consisted of a 0.002- by 0.015- by 0.375-inch tungsten ribbon 
t h a t  w a s  spot-welded between two 0.010-inch-diameter platinum wires. The w i r e s  
w e r e  supported by two filament holders, which i n  t u r n  were held i n  place and 
e l e c t r i c a l l y  insulated from t h e  probe s h e l l  by a boron n i t r i d e  base. The probe 
s h e l l  was double walled and cooled by l i qu id  nitrogen. The pr inciple  of con- 
t a c t  ionizat ion ( re f .  9 )  was u t i l i z e d  t o  obtain measurements of t h e  cesium 
vapor flu2 densi ty  from t h e  vaporizer. 
through t h e  opening i n  t h e  s h e l l  came in to  contact with t h e  tungsten ribbon, 
which was resistance-heated t o  about 2800° F. The tungsten ribbon w a s  main- 
ta ined  at a po ten t i a l  of 135 vo l t s  posi t ive with respect to ground, t h e  outer 
s h e l l  being at ground potent ia l .  Cesium ions thus  formed on t h e  ribbon were 
col lected on t h e  outer she l l .  Liquid nitrogen cooling of t h e  co l lec tor  served 
t o  keep t h e  background pressure of neut ra l  cesium vapor at a minimum. Batter-  
i e s  were used i n  both t h e  heating and t h e  ion-current-monitoring c i r cu i t s .  The 
contact-ionization propert ies  of cesium vapor on tungsten makes it an idea l  gas 
f o r  measuring neut ra l  molecular e f f lux  pat terns  with t h e  probe described. 
Since cesium i s  s ingly  ionized upon contact with tungsten, t h e  resul t ing ion 
current is  equivalent t o  t h e  neut ra l  flux intercepted by t h e  tungsten filament. 
The ion current was measured by a micromicroammeter, which had an output s igna l  
proportional t o  t h e  def lect ion of t h e  meter. 

Neutral cesium atoms entering t h e  probe 

The vaporizer was mounted i n  t h e  t es t  f a c i l i t y  s o  it could be rotated 
horizontal ly  about a v e r t i c a l  ax i s  passing through t h e  face of t h e  o r i f i c e  
p l a t e  and bisect ing t h e  o r i f i c e  opening (see f i g .  2 ) .  The probe was mounted 
on a movable horizontal  rod t h a t  could be adjusted t o  loca te  t h e  tungsten r ib -  
bon from 2.45 t o  3.45 inches away from t h e  end of t h e  o r i f i c e  p l a t e  on t h e  
vaporizer. 
t h e  o r i f i c e  tube and t h e  ax is  of t h e  i n l e t  hole in to  t h e  neutral  cesium probe 
were i n  t h e  same horizontal  plane. 

The v e r t i c a l  posi t ion of t h e  probe was adjusted s o  t h a t  t h e  ax is  of 

The angular posi t ion of t h e  vaporizer was re l a t ed  t o  an e l e c t r i c a l  s igna l  
by means of a l i nea r  potentiometer. 
s igna l  (which w a s  proportional t o  t h e  def lect ion of t h e  micromicroammeter) were 
f ed  in to  an x-y recorder, and ion current w a s  p lo t ted  as a function of angular 

The posi t ion s igna l  and t h e  probe output 
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t h e  probe with respect t o  t h e  or i -  

Experimental Procedure 

I n  operation, t h e  probe was carefu l ly  l ined  
up with t h e  o r i f i c e  so  that t h e  e n t i r e  width of 

(b 1 
t h e  filament w a s  exposed t o  t h e  cesium flowing from t h e  o r i f i c e  (see sketch 
(b) ) .  
observing t h e  l i gh t  beam cast  through t h e  hole i n  t h e  probe s h e l l  and onto t h e  
o r i f i c e  p la te .  If t h e  o r i f i c e  w a s  completely illuminated by t h i s  l i g h t  beam 
f o r  a l l  angular posit ions of t h e  vaporizer, t h e  probe w a s  a l ined sa t i s f ac to r i ly .  

This alinement w a s  checked by heating t h e  tungsten s t r i p  white hot and 

A typ ica l  run consisted of f irst  washing a l l  metal pa r t s  of t h e  vaporizer 
and probe with chromic acid. The surface of t h e  boron n i t r i d e  insulator  of t h e  
probe was l i g h t l y  sanded t o  remove any contamination. 
placed i n  t h e  vaporizer, and t h e  probe and vaporizer were assembled and mounted 
i n  t h e  t es t  f a c i l i t y .  The f a c i l i t y  w a s  evacuated t o  a pressure of about 
15 t o r r  f o r  approximately 15 hours t o  f a c i l i t a t e  outgassing. 
chamber w a s  pumped down t o  about 
checked. 
gassing. The instrumentation w a s  checked out and t h e  cesium capsule was broken. 

A cesium capsule was 

Then t h e  t e s t  
t o r r  and t h e  filament alinement was 

The vaporizer w a s  heated t o  260° F f o r  several  hours f o r  f i n a l  out- 

Two s e t s  of current readings as a function of t h e  angular posi t ion were 
taken f o r  each vaporizer temperature se t t ing .  One s e t  was taken at a distance 
of 2.45 inches and t h e  other a t  a distance of 3.45 inches away from t h e  or i f ice .  
The vaporizer temperature was rese t  i n  in te rva ls  of 20° or 30' F and addi t ional  
data  taken at each se t t ing .  The maximum vaporizer temperature at which data  
were taken was 500' F. A t  t h i s  temperature t h e  mean f r e e  path of cesium atoms 
was a few hundredths of an inch. The vaporizer temperature response was good, 
and l i t t l e  time was required f o r  t h e  system t o  reach steady s t a t e .  The average 
time f o r  a t e s t  run over t h e  f u l l  range of vaporizer temperature se t t i ngs  was 
about 1 / 2  hour. 

The data  consisted of continuous t r aces  of t h e  ion current as a function 
of the  angular posi t ion of t h e  probe r e l a t i v e  t o  t h e  o r i f i ce .  The angular 
posi t ion was varied from 90° (i .e. ,  t h e  probe p a r a l l e l  t o  t h e  plane of t h e  
o r i f i c e )  t o  loo past t h e  ax is  of t h e  o r i f i ce .  
i n to  tabular  form with t h e  ion current readings l i s t e d  at angular in te rva ls  of 
5'. An example of these  data  is  given i n  t a b l e  I. The current readings at 
90' w e r e  considered t o  be e n t i r e l y  background current and were subtracted from 
current readings at each angular posit ion.  The tabulated current readings were 
normalized t o  t h e  m a x i m u m  current readings (probe on o r i f i c e  axis) t o  obtain a 
r a t i o  of currents t h a t  ranged from 1 t o  0 (see t a b l e  I). These current r a t i o s  
represent the  r e l a t i v e  f lux  dens i t ies  f o r  the  given angular posi t ions.  

These data  were then processed 

The basic  accuracy of the  apparatus w a s  ver i f ied  by comparing e f f lux  pat-  
t e r n s  from a t h i n  o r i f i c e  (L/D = 0)  with t h e  theo re t i ca l  cosine d i s t r ibu t ion  
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as predicted by Knudsen ( ref .  5 ) .  
t ab l e  I )  and it is  seen t h a t  agreement is very good. 

These r e s u l t s  are shown i n  f igure 4 (from 

It is noted i n  f igu re  4 t h a t  t h e  data  w e r e  taken at a Knudsen number of 
9.5. For t h i s  and a l l  subsequent figures,  t h e  indicated Knudsen number w a s  
based on an average mean f r e e  path of A = 2A, where A i s  given by equa- 
t i o n  (11). Since t h e  vapor pressure of cesium at t h e  lowest operating tem- 
perature is about 3 orders of magnitude higher than t h e  f a c i l i t y  background 
pressure, t h e  calculat ion i s  consistent with t h e  assumption t h a t  t h e  vapor 
pressure equals t h e  pressure drop i n  equations (12) t o  (14) and t h a t  average 
values required i n  those equations a r e  based on an average pressure equal to 
one-half t h e  vapor pressure. 

- 

RESULTS AND DISCUSSION 

Efflux Patterns 

One of t h e  objects  of t h i s  invest igat ion w a s  t o  ve r i fy  experimentally t h e  
calculat ions of reference 1. Figure 5 compares t h e  experimental and theore t i -  
c a l  eff lux pat terns  f o r  free-molecule flow (Knudsen number, 9.5) of cesium 
vapor from cy l ind r i ca l  tubes with length to diameter r a t i o s  of 0.5, 1, 2, 3, 
and 4. A dashed l i n e  i s  f a i r ed  through t h e  data  points.  The so l id  l i n e  rep- 
resents  t h e  calculat ions of reference 1. The ef f lux  pat terns  predicted i n  
reference 1 a r e  a l l  more directed than those measured experimentally. A com- 
parison of successive f igures  (i.e.,  L/D increasing) indicates  t h a t  t h e  flow 
becomes more directed as t h e  tube length t o  diameter r a t i o  increases. Overall 
agreement between experimental and theo re t i ca l  f l ux  pa t te rns  i n  f igure  5 i s  
f a i r l y  good, with t h e  la rges t  differences occurring for a length t o  diameter 
r a t i o  of 4. Calculations show t h a t  t h e  probe sampling area was su f f i c i en t ly  
s m a l l  t o  introduce no appreciable error,  and, as described ear l ie r ,  calcula- 
t i ons  a l so  ve r i f i ed  t h a t  t h e  probe measurements were i n  t h e  far f i e l d .  Thus, 
t h e  reason f o r  t h e  differences i s  not apparent but may be due to incomplete 
attainment i n  t h e  experiment of t h e  assumptions i n  t h e  theo re t i ca l  analysis.  

The second object of t h e  experiment w a s  t o  study t h e  e f f lux  pat terns  i n  
t h e  near free-molecule-flow regime, that is, t h e  intermediate and slip-flow 
regimes where t h e  length of t h e  mean f r e e  path i s  of t h e  same order of magni- 
tude o r  l e s s  than t h e  diameter of t h e  tube (i .e. ,  0.015 < - -  K < 5). 

mental values of T(B)cos 8 i . e . ,  '(e) ] f o r  t h e  various tubes and f o r  

values of angular probe posi t ion of 15O, 30°, 45O, 60°, and 75' over a range 
of Knudsen numbers a r e  given i n  f igure  6. A s  before, dashed l i n e s  a re  f a i r ed  
through t h e  data  f o r  t h e  various angular posit ions.  
indicated and t h e i r  limits a r e  as defined e a r l i e r  i n  t h i s  report .  The so l id  
l i n e s  i n  t h e  l e f t  portion of f igure  6 a r e  theo re t i ca l  values of T(8)cos 8 
t h e  various tubes as t h e  Knudsen number becomes large.  The dashed l i nes  shown 
f o r  the  f i v e  angles indicate  tha t ,  except f o r  length to diameter r a t i o s  of 
0.024 and 0.5, the experimentally determined function i s  generally la rger  than 
the  theo re t i ca l  but is a decreasing function of Knudsen number near 9.5. 

The experi- 

[ ~~ 

The th ree  flow regimes a re  

f o r  
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Thus, c loser  agreement between experiment and theory would be expected a t  
la rger  values of Knudsen number. 

The intermediate region i s  characterized i n  f igures  6(c)  t o  ( f )  by 
T(8)cos 8 
s tan t  values i n  t h e  free-molecule-flow regime t o  some higher value i n  t h e  s l i p -  
flow regime. A s  mentioned previously, no known theo re t i ca l  d i s t r ibu t ions  were 
avai lable  f o r  comparison with t h e  sl ip-flow d is t r ibu t ions .  

increasing (as t h e  Knudsen number decreases) from some f a i r l y  con- 

It i s  in te res t ing  t o  note tha t ,  as t h e  length t o  diameter r a t i o  increases, 
a Knudsen number based on t h e  tube length, instead of diameter, tends t o  ap- 
proach slip-flow values even though t h e  value based on diameter i s  s t i l l  large.  
For example, fo r  K = T/D = 5, s ince a l l  tubes were 0.125 inch i n  diameter, t h e  
average mean free path of t h e  cesium vapor i s  0.625 inch. 
t o  ( f ) ,  if t h e  tube length w e r e  used as t h e  charac te r i s t ic  dimension, t h e  
Knudsen number values would have been 

In f igures  6 ( c )  

Tub e 
length 
L, 
in .  

0.125 
.250 
.375 
.500 

Knudsen number 
based on 

tube length, 
A I L  

5 
2 . 5  
1.67 
1.25 

Replotting f igures  6(c)  t o  ( f )  on t h i s  bas i s  would r e su l t  i n  an increasing 
s h i f t  of t h e  data  t o  t h e  r igh t .  

Figure 7 shows t h e  averaged experimental e f f lux  pat terns  f o r  cy l indr ica l  
tubes of various length t o  diameter r a t i o s  f o r  t h e  free-molecule-flow regime 
(K = 9.5), intermediate-flow regime (K E 1 . 9 ) ,  and t h e  sl ip-flow regime 
(K 2 0.12).  Figure 7 ( a )  fo r  free-molecule flow shows t h a t  t h e  e f f lux  pa t te rn  
becomes more directed a s  t h e  length t o  diameter increases. This would be ex- 
pected s ince t h e  length of t h e  tube a c t s  as a collimator f o r  t h e  flow of t h e  
vapor from t h e  vaporizer. This t rend i n  t h e  e f f lux  pa t te rn  with var ia t ions  of 
length t o  diameter r a t i o  i s  i n  agreement with reference 1. 
intermediate-flow regime ( K  E 1.9) shows tha t ,  as t h e  length t o  diameter r a t i o  
goes from about 0 t o  2, t h e  flow becomes more directed; t h e  dis t r ibut ion,  how- 
ever, i s  r e l a t i v e l y  insens i t ive  t o  changes i n  length t o  diameter r a t i o  when it 
i s  grea te r  than 2. Finally,  the  ef f lux  pat terns  i n  f igure  7(c)  ( s l i p  flow) 
show no dependency on t h e  length t o  diameter r a t io .  

Figure 7(b) f o r  t h e  

Compared i n  f igu re  8 a r e  t h e  experimental eff lux pat terns  f o r  f r ee -  
molecule flow (K = 9.5) and those f o r  s l i p  flow (K 
each of t h e  L/D r a t i o s  investigated).  The curves a r e  again f a i r e d  i n  through 
the  data points .  
t h a t  t he  e f f lux  pa t te rn  is  more directed f o r  the th in  o r i f i c e  i n  the s l i p -  
flow regime than i n  the  free-molecule-flow regime. The e f f lux  pat terns  f o r  the 
t-wo regimes a r e  almost the same for a length t o  diameter r a t i o  of 1/2 

between 0.08 and 0.13 f o r  

Figure 8 (a)  for a length t o  diameter r a t i o  near zero shows 
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( f i g .  8 ( b ) ) .  
ranging from 1 to 4 show t h a t  t he  eff lux pat terns  a r e  less directed i n  the  
slip-flow regime than i n  the free-molecule-flow regime. 

However, f igures  8 ( c )  t o  ( f )  fo r  length t o  diameter r a t i o s  

A less-directed character i n  t h e  sl ip-flow regime, r e l a t i v e  to t h e  f ree-  
molecule regime, would be expected due t o  t h e  spreading ef fec t  of t h e  more 
numerous co l l i s ions  between par t ic les .  Consequently, no explanation is  ava i l -  
ab le  f o r  the higher collimation a t ta ined  with s l i p  flow f o r  a length t o  diame- 
te r  r a t i o  near zero.  In the absence of an adequate theory f o r  e f f lux  pat terns  
i n  the  s l ip-f low regime, no conclusion can be reached. 

Experiment a1 Claus ing Fact ors 

In  equation (8), t h e  quant i ty  T(8)cos 0 may be set equal t o  ” t h e  r a t i o  of probe ion currents.  Equation (8) then becomes 

This integrat ion was car r ied  out by applying Simpson’s r u l e  f o r  integrat ion of 
t h e  data  f o r  a Knudsen number of 9.5 f o r  t h e  various length to diameter ra t ios ,  
and t h e  r e s u l t s  are given i n  f igure  9. 
r e t i c a l  values of t h e  Clausing f ac to r  given i n  reference 6. The agreement be- 
tween experiment and theory i s  very good for  length t o  diameter r a t i o s  near 
zero and a t  1 and 2, w h i l e  the  experimentally determined values are higher than 
the  theo re t i ca l  values f o r  0.5, 3, and 4. Numerical in tegra t ion  of the data 
w a s  employed t o  make these comparisons s o  t h a t  some var ia t ions  would be ex- 
pec tea. 

The so l id  curve represents t h e  theo- 

Molecular Flow Rates 

Since the molecular f l ux  densi ty  is d i r e c t l y  proportional t o  the ion cur- 
ren t  measured by t h e  probe, t h e  molecular flow r a t e  can be calculated by 
integrat ing t h e  probe current per  un i t  a rea  over a hemisphere of radius 
dividing by t h e  ionic  charge. The var ia t ion  of flow r a t e  with Knudsen number 
f o r  the various tube length t o  diameter r a t i o s  i s  shown i n  f igure 10. Also  
shown are t h e  various theo re t i ca l  curves as expressed by equation ( 7 )  f o r  f ree-  
molecule flow, equation (12) f o r  intermediate flow, and equations (13) and (14) 
f o r  s l i p  flow. The data  of f igure  10 cover 2 t o  3 orders of magnitude, and t h e  
theo re t i ca l  curves have been extended beyond t h e i r  expected ranges of v a l i d i t y  
so t h a t  t rends may be e a s i l y  ident i f ied .  

R and 

Varying degrees of agreement between t h e  data  and theo re t i ca l  curves can 
be seen i n  f igure  10. For example, t h e  data of f igu re  l O ( a )  compare well  with 
t h e  molecular-flow curve of equation (7), even at smaller values of Knudsen 
number (K < 5.0); however, as t h e  tube length to diameter r a t i o  increases 
( f igs .  10(b) t o  ( f ) )  agreement is  not as good, pa r t i cu la r ly  at high Knudsen 
numbers (K > 5.0). On t h e  other hand, t h e  data  come in to  b e t t e r  agreement with 
t h e  sl ip-flow equations as t h e  length t o  diameter r a t i o  increases. Since t h e  
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various theo re t i ca l  equations themselves show a considerable spread over t h e  
"extended" ranges, absolute accuracy comparisons would not be meaningful. A t  
best  it can be sa id  t h a t  most of t h e  data  of f igure  10 f a l l  near or within t h e  
bounds given by t h e  various theo re t i ca l  curves. The Clausing f ac to r s  deter-  
mined with equation (15) and shown i n  f igure  9 depend only on t h e  f l u x  d i s t r i -  
bution and not on t h e  magnitude of t h e  flux; thus, although some free-molecule- 
flow r a t e s  f a l l  below t h e  theo re t i ca l  curves (e.g., f ig .  1 0 ( f ) ) ,  at t h e  same 
time nearly correct  values of Clausing f ac to r s  w e r e  determined.- 

O f  t h e  various experimental e r rors  that might a f f ec t  t h e  flow-rate resul ts ,  
one of t h e  most s ign i f icant  w a s  t h e  possible var ia t ion  i n  e f fec t ive  probe f i l a -  
ment area from run t o  r h  due t o  var ia t ions  i n  filament width and/or alinement. 
This e r ro r  could have been as much as 20  percent. Another possible source of 
e r ro r  was t h e  measurement of vaporizer temperature. A c lose check on t h i s  w a s  
made by in s t a l l i ng  severa l  addi t iona l  thermocouples, heating t h e  vaporizer, 
then comparing t h e  addi t iona l  thermocouple readings with those used i n  t h e  ex- 
periment. I n  a l l  cases, the temperature readings of t h e  extra thermocouples 
were a t  l e a s t  equal t o  t h e  readings of t h e  thermocouples used during t h e  t e s t s ,  
which confirmed t h a t  t h e  ones used i n  t h e  experiment were recording t h e  lowest 
temperature i n  t h e  vaporizer. 

The cesium vapor pressure i n  t h e  vaporizer may have been lower than values 
given on , the  vapor pressure curve of reference 10 f o r  various reasons. If t h i s  
occurred, t h e  ac tua l  Knudsen number would be larger,  resu l t ing  i n  a s h i f t  of 
da ta  t o  t h e  l e f t  i n  f igure  10. Contamination of t h e  l i q u i d  cesium is one pos- 
s i b l e  cause of lowered vapor pressure i n  some of t h e  runs. budsen  (ref. 5) 
experienced t rouble  of t h i s  kind i n  h i s  work with mercury. In  general, t h e  
e f fec t  would be more pronounced a t  lower temperatures (i.e.,  l a rge  Knudsen 
numbers). Every e f for t  was made t o  minimize t h e  problem i n  t h e  experiment 
reported herein; however, i f  t h e  vapor pressure was reduced as a r e su l t . o f  
contamination the  flow rates would be lower than those predicted by theory 
and ac tua l  Knudsen numbers would be greater .  This combination might eas i ly  
account f o r  some of t h e  difference between experimental and theo re t i ca l  flow 
rates,  pa r t i cu la r ly  i n  t h e  free-molecule-flow regime. 

CONCLUSIONS 

Measured d i s t r ibu t ion  pat terns  f o r  free-molecule flow were compared with 
t h e  theo re t i ca l  pat terns  predicted f o r  la rge  Knudsen numbers, and were i n  good 
agreement f o r  length t o  diameter r a t i o s  of 0.5, 1, 2, and i n  fair  agreement 
f o r  3 and 4. 

Efflux pat terns  i n  t h e  sl ip-flow regime showed no consistent dependency 
on t h e  length of t h e  tube and yielded a pa t te rn  somewhat more directed than t h e  
cosine d i s t r ibu t ion  but l e s s  directed than t h e  free-molecule flow d i s t r ibu t ion  
f o r  cy l ind r i ca l  tubes having length t o  diameter r a t i o s  gr'eater than 1. An in- 
creased number of intermolecular co l l i s ions  within t h e  tube f o r  t h e  sl ip-flow 
regime appear t o  explain t h e  less-directed e f f lux  at length t o  diameter r a t i o s  
grea te r  than 1. 
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Measured values of t h e  Clausing f ac to r  f o r  free-molecule flow were i n  
close agreement with those given by Dushman. In general, molecular flow ra t e s  
of cesium vapor through t h e  tubes were e i t h e r  equal t o  or l e s s  than those pre- 
d ic ted  by k ine t i c  theory f o r  Knudsen numbers grea te r  than about 0.8. Differ-  
ences were a t t r i b u t e d  primarily t o  a lower a c t u a l  vapor pressure than that 
predicted by the Taylor-Langmuir vapor pressure curve f o r  pure cesium. Con- 
tamination of the cesium may have reduced the  vapor pressure and thus  the flow 
r a t e s .  

Lewis Research Center 
National Aeronautics and Space Administration 

Cleveland, Ohio, lvzzy 29, 1964 
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APPENDIX A 

AH 

Ap 
a 

D 

& 

L 

m 

n 

P 

m 

R 

r 

S 

T 

X 

SYMBOLS 

cross-sectional area of o r i f i c e  

area subtended by s o l i d  angle dQ at  distance s 

distance from center of o r i f i c e  t o  d i f f e r e n t i a l  area of o r i f i c e  

diameter of cy l indr ica l  tube 

d i f f e r e n t i a l  molecular flow rat e 

cesium molecular diameter, 5. 4X10'8 cm 

f r ac t ion  of molecules d i f fuse ly  re f lec ted  from wall of tube, eq. 

ion current measured by cesium probe a t  angle 0 from tube ax i s  

Knudsen number, r a t i o  of mean f r e e  path t o  diameter of flow tube, A/D 

Clawing f a c t  or 

B o l t  zmann constant 

length of cy l indr ica l  tube 

m a s s  of gas p a r t i c l e  

t o t a l  molecular f l o w  ra te ,  molecules/sec 

pressure i n  vaporizer 

average pressure drop across cy l indr ica l  tube 

distance of t e s t  point or probe from center of o r i f i c e  

radius of o r i f i c e  

distance from dAH t o  point ( R , 8 )  

temperature of vaporizer, OK 

function of angle 8 ranging i n  value from 1 t o  l e s s  than 1 

average molecular speed i n  vaporizer 

r a t i o  of a /R  

, 

(13) 

- 

13 



z 

a 

e 

A 
- 
A 

P 
- 
P 

n 

empirical coeff ic ient ,  eq. ( 9 )  

angular posi t ion of d i f f e r e n t i a l  area, i n  plane of or i f ice ,  with respect 
t o  center of o r i f i c e  

angular posi t ion of t e s t  point or probe from tube axis with respect t o  
end of tube, a l s o  flow d i rec t ion  angle measured from normal t o  flow area 

molecular mean f r e e  path 

average molecular mean f r e e  path 

coeff ic ient  of v i scos i ty  

average densi ty  of gas, p = mo 
- - 

number delisity 

so l id  angle 
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APPENDIX B 

DERIVATION OF KNUDSEN'S EQUATION FOR NF,AR FIELD 

FOR THIN CIRCULAR ORIF'ICE 

The number of pa r t i c l e s  per second leaving a d i f f e r e n t i a l  area dAH i n  
located at ( R , 8 )  i s  t h e  o r i f i c e  tha t  a r e  intercepted by a sampling area 

given by Ap 

where 8' i s  t h e  angle between s and t h e  normal t o  dAF The so l id  angle 
.Q1 encompasses t h e  pa r t i c l e s  flowing from dAH t h a t  are intercepted by t h e  
sampling area A (A << AH). The sampling a rea  Ap is  normal t o  R, so  t h a t  

P P  

where 8" i s  t h e  angle between s and R. With these  def in i t ions  and noting 
t h a t  dAH = a da da, equation (Bl) takes  t h e  form 

e - a  sin a) 

- Y  

From inspect ion of sketch 
( c )  it can be seen t h a t  t h e  
following re la t ions  hold: 

2 2 
635 ) cos Q I t  = R + s2 - a 

2Rs  

s2 =R2 + a'- 2aR s i n  8 s i n  a. 

(B6 ) 

Subst i tut ing equations (B4) t o  (B6) i n to  equation (B3) yields  

(B7) ds = 5 GaR cos- 8 ( R  - a s i n  8 s i n  a)da da 
" (R2 + a' - 2Ra s i n  8 s i n  a). ' 2  

If x, a dimensionless quantity, i s  defined as x = a/R, equation (B7) becomes 
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(B8 1 5 & cos @(l - x s i n  - .  8 s i n  . . a)& da 
43T 2 

dnp = 

(1 + x2 - 2x s i n  e s i n  a) 

and integra+,ing over t h e  area 
flow from t h e  o r i f i ce :  

AH of t h e  c i r cu la r  o r i f i c e  yields  t h e  directed 

Carrying out t h e  in tegra t ion  on x yields  

which i s  t h e  desired equation (3) i n  t h e  t e x t .  
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TABLE I. - TABULATION OF DATA FOR " D S E N  rJuMBEB OF 9.5 AND I;ENGTH TO 

Probe a t  2.45 i n .  Probe 
posit ion,  

0,  
deg 

Probe a t  3.45 i n .  

0 
1 5  ' 10 

Ion 
current, 

m P  

DIAMETER RATIO OF 0.024 

Corrected Current at 8 Ion Corrected 
current, Current at 8 = 0 current, current, 

a P  m P  a P  

4~10-' 42.6XlO-' 
43.5 42.1 

~ 42.5 

87.5~l0~~~86.7~10~~ 1 1.0 
87 .O 86.2 .99 
86 ,85.2 .98 41.1 

I 50 
55 
60 
65 

1 15 , 83.5 82.7 .95 41.5 40.1 
20 ' 82 '81.2 I .94 40 138.6 

56 55.2 
50 49.2 
44 43.2 
37 136.2 

Current at 8 
Current at  8 = 0 

1 .o 1 
.99 
.96 
.94 
.91 

25 79 78.2 I .90 39 37.6 .88 
I 30 76.5 175.7 .87 38 ~ 36.6 .86 I 

35 73 172.2 ~ .83 33.6 .79 

1 .70 30.5 129.1 .68 
.78 , 32.5 ~ 31.1 . .73 

I 
40 68 
45 61.5 

I 
.64 
.57 
.50 
.42 
.37 

I .26 
.18 
.12 

0 
1 

26.6 
122.6 
~ 20.6 

18 i 16.6 
14 12.6 

l 11 ' 9.6 

, 4  ' 2.6 
i 7.25 5.85 

1 1.4 0 

.62 ! 
i .53 

.48 

.40 

.30 

.23 

.14 

.06 

I 

1 0 



1. 

Figure 1. - Plot  of efflux pattern from thin orifice for various values of 
ratio of orifice radius to distance of test point from orifice center. 
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Liquid ni t rogen 

1/32-in. - d i m .  - b 
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i n t o  probe - 

Boron n i t r i d e  base 

Cesium probe 

Figure 

Capsule breaker 
solenoid --- 

Sharp c h i s e l  

r Heater 2 

Thermocouple 1 

Vaporizer 

Ver t i ca l  
r o t a t i o n d  
axis CD-7039 

(a) Schematic drawing. 

2. - Vaporizer used t o  measure e f f l u x  pa t t e rns .  

.e 2 

20 



(b)  Photograph. 

F igure  2.  - Concluded. Neut ra l  cesium probe and vapor izer  used t o  measure e f f l u x  p a t t e r n s .  
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Figure  3. - Cesium probe and e l e c t r i c a l  c i r c u i t .  
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I’ 

Figure 4. - Efflux pattern f o r  free-molecule flow (Knudsen number, 9.5) from thin circular orifice 
with length to diameter ratio of 0.024. 

(a) Length to diameter ratio, 0.5. 

Figure 5. - Efflux pattern of cesium vapor from 
cylindrical tube for free-molecule flow; at 
various length to diameter ratios. Knudsen 
number, 9.5. 
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(b) Length to diameter ratio, 1. 

(c) Length to diameter ratio, 2. 

Figure 5. - Continued. Efflux pattern of cesim 
vapor’from cylindrical tube for free-molecule 
f l o w  at various length to diameter ratios. 
Knudsen number, 9.5. 
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(d) Length to diameter ratio, 3. 

1. 

(e) Length to diameter ratio, 4. 

Figure 5. - Concluded. Efflux pattern of cesium 
vapor from cylindrical tube for free-molecule 
flow at various length to diameter ratios. 
Knudsen number, 9.5. 
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( a )  Length t o  diameter r a t i o ,  0.024. 
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(b )  Length t o  diameter r a t i o ,  0.5. 

F igure  6 .  Experimental va lues  of T(8)cos  8 f o r  cesium vapor for s p e c i f i c  va lues  of probe pos i -  
t i o n  over a range of Knudsen number a t  var ious  length  t o  d iameter  r a t i o s .  
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F i g u r e  6 .  - Continued. Experimental v-lues of  T(9)cos  e f o r  cesium vapor f o r  s p e c i f i c  va lues  of 
probe p o z i t i o n  over a range of Knudsen number a t  var ious  l eng th  t o  diameter r a t i o s .  
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(a) Free-molecule-flow regime; Knudsen number, 9.5 
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( 

(b) Intermediate-flow regime; Knudsen number, -1.9. 

Figure 7. - Experimental efflux patterns of cesium 
vapor from cylindrical tubes of various length 
to diameter ratios. 
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( e )  Sl ip-f low regime; Knudsen number, 0.12. 

F igure  7 .  - Concluded. Experimental  efflux p a t t e r n s  of  
cesium vapor from c y l i n d r i c a l  tubes  of var ious  l e n g t h  
t o  diameter  r a t i o s .  
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(a )  Length t o  diameter r a t i o ,  0.024. 

(b )  Length to diameter r a t i o ,  0.5. 

F igure  8.  - Experimental e f f l u x  p a t t e r n  of cesium 
vapor from a c y l i n d r i c a l  tube for free-molecule 
and s l i p  flows. 
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(e) Length to diameter ratio, 1. 

(d) Length to diameter ratio, 2. 

Figure 8. - Continued. Experimental efflux pattern 
of cesium vapor from cylindrical tube for free- 
molecule and slip f l o w s .  
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Figure  8. - Concluded. Experimental e f f l u x  p a t t e r n  
of cesium vapor from c y l i n d r i c a l  tube for f r e e -  
molecule and s l i p  flows. 
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Figure 9. - Variation of Clausing factor  with tube length t o  diameter r a t i o  f o r  Knudsen 
number of 9.5.. 



1oc 

1c 

1 

.c 

Free molecule, 

( a )  Length t o  

1 

/ 

I l l  I 
II EqL 

in 
Flow iii 

I 
i c  

! 

~ 

i 
liameter r a t i o ,  0.024. 

- 
Knudsen number, A 

.01 

( b )  Length t o  diameter r a t i o ,  0 . 5 .  

Figure 10. - Var ia t ion  of flow r a t e  with 
Knudsen number for t u b e s  of var ious l eng th  
t o  diameter r a t i o s .  Tube diameter,  0.125 
inch.  
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Figure 10. - Continued. Var ia t ion  of f low 
r a t e  w i t h  Knudsen number for tubes of 
various length  t o  diameter r a t i o s .  Tube 
diameter,  0.125 inch. 
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(f) Length t o  diameter r a t i o ,  4 .  

Figure 10. - Concluded. Var ia t ion  o f  flow 
r a t e  with Knudsen number for tubes of 
var ious  length  t o  diameter r a t i o s .  Tube 
diameter,  0.125 inch. 

E-2177 NASA-Langley, 1964 

I 



I I I 1111 II 111111111111111 

“The aeronautical and space activities of the Uuited States shall be 
conducted so as to  contribirte . . . to  the expaiisjoii of himan knowl- 
edge of  phenomena in the atmosphere and space. The Adminjstratjoli 
shall provide for  the widest practicable and appropriate dirseinination 
of information concerning its activities and the results thereof .” 

-NATIONAL AERONAUTICS AND SPACE ACT OF 1958 

NASA SCIENTIFIC A N D  TECHNICAL PUBLICATIONS 

TECHNICAL REPORTS: 
important, complete, and a lasting contribution to existing knowledge. 

TECHNICAL NOTES: 
of importance as a contribution to existing knowledge. 

TECHNICAL MEMORANDUMS: Information receiving limited distri- 
bution because of preliminary data, security classification, or other reasons. 

CONTRACTOR REPORTS: Technical information generated in con- 
nection with a NASA contract or grant and released under NASA auspices. 

TECHNICAL TRANSLATIONS: Information published in a foreign 
language considered to merit NASA distribution in English. 

TECHNICAL REPRINTS: Information derived from NASA activities 
and initially published in the form of journal articles. 

SPECIAL PUBLICATIONS: Information derived from or of value to 
NASA activities but not necessarily reporting the results of individual 
NASA-programmed scientific efforts. Publications include conference 
proceedings, monographs, data compilations, handbooks, sourcebooks, 
and special bibliographies. 

Scientific and technical information considered 

Information less broad in scope but nevertheless 

Details on the availability of these publications may be obtained from: 

SCIENTIFIC AND TECHNICAL INFORMATION DIVISION 

NATIONAL AERONAUTICS AND SPACE ADMINISTRATION 

Washington, D.C. PO546 


